TEKNISK cenirn

CENTECH OVERSPENNINGSVERN TYPE 2 FOR IT/TT UTEN DISTRIBUERT JORD

PRODUKT  CV045100 OVERSPENNINGSVERN U/JFB 385V 2P TYPE 2 M/RELE
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Basic circuit diagram Dimension drawing

Surge arrester for low-voltage power supply system protection against surges at
the boundaries from lightning protection zone 1-2 and higher.

Type SPX-385VF-E
IT/TT/TN - SYSTEM
In accardance with IECE1643-11:2011; UL1449 3™
Categary IECADE rc
Maix. conSinuoUs aperating voitage VACIDC) 335505
Mominal dischange curment{E20) in 10KA,
Ma:x. discharge cunmenb{B/20) imax 25KA
i@in <15y

Voliage protechion lewe| iEVPR =1 .4\

MLy <230V
Resporse ime =25 ns
Follow cunrent Mo
Backup fusejonly required If not already provided In 1004 gLigS
Operating temperature range - 40°C ~ + BPC
Cross-5ecion of connection wire Singie-strand 35mm®; mult-strand 25mm®
hiourmting J5mm DIN-rall in accordance with EN S0022/DIN46277-3
Enciosure materal thermoplastic; extinguishing degree LLS4 V-0
Degree of pratection P20
Installatian widkn 2 modules, DIN 43650
Thammal disconnecion Iinternal  green — nomnal ; red - fallure
Remode alarm contact Y25
Additional data for Remobe Alarm Contacts
Remode atamm contact type Isoilated Fam C
Swiching capabliRy Lindin AT 250054, DT 250000, 14 125D A, TS0 SA
Max. Size of cannecting wire MaX. 1.5mmjor# 16AWG)
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